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ColorLine partitioning 


gives unlimited freedom of design 


ColorLine partitions have made possible a 
new vogue in space dividing. Architects and 
designers are turning out attractive, colorful, 
low cost modem partitions with UNISTRUT® 
framing, which gives them unlimited freedom 
of design, colors, textures and patterns. It also 
meets today’s need for a permanent or movable 
wall that can be erected, dismantled, and re¬ 
erected with minimum time and labor, and 
with complete salvage of materials. Also sound- 
retarding and strong but not bulky. 

Long used and proved in thousands of appli¬ 
cations as a versatile, quick-erected system of 
mechanical supports, UNISTRUT adjustable 
metal framing now brings you the same ad¬ 


vantages you can use to erect all types of par¬ 
titions, using simple tools, stock UNISTRUT 
parts, standard or special paneling materials 
and glass, from Vs" to W' thick. 

Sold through “UNISTRUT” Distributors 

All UNISTRUT materials are obtainable 
through your nearest UNISTRUT Distribu¬ 
tor who maintains a complete stock. There are 
no delays in getting materials at any stage of 
the job—no waiting for extra parts “from the 
factory.” 

Your UNISTRUT Distributor is listed in your 
local telephone directory. 



UNISTRUT PRODUCTS COMPANY • 933 W. Washington Boulevard 
Chicago 7, Illinois • MOnroe 6-2665 • Teletype CG 1329 
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a new idea in space dividing 
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THE SYSTEM 


The ColorLine system by very nature of its sim¬ 
plicity and flexibility, allows freedom of design. 



1. Fasten the floor channel 
wherever you wish your parti¬ 
tioning to run. 


2. Using the P-2582 right 
angle fitting (detailed on Page 
4,) bolt your uprights, hori¬ 
zontal dividers and top mem¬ 
bers in place wherever you 
want them. 


3. The result is a steel framework of rectangular openings into which you 
obtain your desired effect. 



can insert a wide variety of paneling to 


optional 


optional 

* 


optional 




4. To insert panels, first slip 
moulding P-2584 (detailed on 
Page 4) on all four sides of the 
panel. 


5. Then place panels wit! 
moulding fully on panels inti 
the rectangular openings. 


6. Snap moulding into slot in 
channel, as shown. The pane] 
rests at the bottom on the righl 
angle fitting and is retained 
on all four sides by the mould¬ 
ing. 


7. To give a finished appear¬ 
ance put on the appropriate 
P-2571-3-5 corner cover plate 
(detailed on Page 4). 
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Typical COLORLINE Partition Sections, 
Intersectional and Framing Details 
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VERTICAL SECTIONS 



ceiling J 

P-2000— 


ur' 

o 

P-2584- 

\ 


■j 


0 




E 


P-2584 


P-4001 


P-2584 



These details, with door details 
Page 6, provide all necessary 
data for specifying standard 
partitions. 

For railing, glazed rail, and 
cubical partitions see UNI¬ 
STRUT Catalog No. 910. 


OPEN CEILING 




dimension a 

panel 

1/8 " + '/' 8 “ . 
fitting tolerance 

W 

glass 

,/8 “ + ,/l6 “ + l/8 ‘’ 
fitting tolerance resilient tape 

5 /l6 


Note: Item 4 is top member on a par¬ 
tition when it is not ceiling 
height. 


PARTS DETAIL 



part no. 

panel 

thickness 

P-2571 

'/e 

P-2573 

3 /0 

P-2575 

'/2 



CORNER SECTION 
(Exploded View) 

Showing use of P-2582 
detailed on the right 



£ 


/i6diam hole 


l S /4 


L 


Other components shown above: 
5/16" x 5/8" Phillips Flat Head 
Machine Screw 
5/16" UNISTRUT nut & 
UNISTRUT channel 


P-2584 Moulding Strip 



P/e 


C. 










































































































































































































FRAMING DETAILS—DESIGN NOTES 

Layout plans are based on modules 2" wider than panel di¬ 
mensions (4'2" for 4 ' wide panel material). A variation of 
13 ie" occurs, when panels are all uniformly sized, due to wall 
studs and intersections (see below and intersection details). 


■ WA c L T L lin STRAIGHT STRAIGHT 

; / STUD *$TUD .STUD 

3 * 7 * 

'C*\ |“| 


| | 

PANEL SIZE 

I'M* * -j. 2* - 

WALL 

PANEL SIZE 

+- 4 

1 r 
• 2" + 


CORNER 

OR 

INTERSECTION 
STUD 


it!] 


CENTER 
LINE -H 


Vertical dimensions of panels are determined by deducting fram¬ 
ing allowances from over-all height, as shown in vertical section 
details for each specific type. 


MATERIAL SIZES 

Horizontals: 

Divider Member (Method 1): Panel size plus . 

Moulding: Panel size less 3 Vi”.. . 

Top Plate: Wall length plus intersection cut 

(mitered corner, etc. 

Note: Join top plate members at intersections or ceiling studs only. . 
Sill: Length as required. 


Studs: 

Straight Stud: 

Wall Stud: 
Intersection Stud: 
Corner Stud: 

Door Opening Stud: 
Moulding: 


3 % " less than over-all partition height . . . 

less than over-all partition height . . . 

3 % " less than over-all partition height . . . 

3 % " less than over all partition height . . . 

Variable with door height . . . 

Panel size less 3 y 2 ” 
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P-2584 partition moulding j 


P-2571, or P-2573, or P-2575 corner 


no 6-32 x V round head machine sen 



typical dimensions 


dule line-1 ( 

' ly* 


3 /i6 (panel) 
5 /i6 (gloss) 


gloss dim. 


2 3 /4 


moulding dim 


panel thickness '/8 to '/2 


Fittings: P-2582 fittings are used in each inside corner, to se¬ 
cure the framing together (a single panel uses four fittings) 
These are also used for the upper corners at a door frame . . 
Corner Caps, P-2571 to 75, are used on each corner from both 
sides, and secured by the self-tapping screws (single panel uses 
eight corner caps) . . . NOTE: For glass panel, dimensions of 
glass are }$* less over-all (see typical dimensions above) 



































































































































































































Door Details and Footnotes 

c 


STEEL DOOR AND FRAME DETAIL* 
SERIES K306 




*Use wooden Door Frame P-2581 when wooden door is required—See Catalog No. 910 

ADDITIONAL INFORMATION: 


(1) Bracing —when a straight run of ColorLine 
Partitioning exceeds 13 feet, a through post to the 
ceiling or the addition of a stiffening member on the 
top rail is recommended. 

(2) Electrical requirements may be handled by two 
methods: 

a. Use multiple UNISTRUT channel P-42002 (In¬ 
tersection Detail E Page 5) and utilize center section 
as wire raceway. Switch and receptacle cover plates 
are UNI STRUT Part P-2530—switches and recep¬ 
tacles are Arrow-Hart & Hegeman, QT1, QT3 and 
TI320 or equivalent by Pass & Seymour, Inc. 

b. Surface wire raceways may be run along floor 


line with “T” connections and raceways running up 
studs for receptacles or switches. 

(3) Glazing is accomplished in the same manner as 
paneling with addition of rubber tape over area where 
glass rests on the P-2582 corner angle. 

(4) Non-combustible partitioning may be created by 
using cement asbestos paneling material and rated 
wire glass. 

(5) Panel thickness variations are made possible by 
P-2584 moulding (Detailed Page 4) which expands to 
accommodate thicknesses of to *4" inclusive. 

(6) Sound Attenuation — Independent laboratory tests 
have proven that the ColorLine Partitioning offers 
excellent acoustical qualities. 


UNISTRUT materials are protected by the following patents and other patents pending: 


A 

c. 


U. S. Patent Numbers 
2327587 2363382 2541908 
2329815 2380379 2674431 
2345650 2405631 2696139 


Canadian Patent Numbers 
454759 456640 468582 
484405 484406 506364 
521162 524699 537066 
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movable partition specifications Ui 


GENERAL 

ColorLine Partitioning shall be supplied and erected complete as indicated on architec¬ 
tural drawings. All ColorLine components, panels, doors, hardware, glass and miscellaneous 
parts shall be included. Details and erection methods shall be in accordance with manufac¬ 
turer's standards. 

Special effects, as detailed in the architectural drawings, must be maintained. 

SHOP DRAWINGS 

Shop drawings showing plan layout, typical elevations and construction details shall be sub¬ 
mitted for approval before proceeding with the work. 

^ MATERIAL 

The ColorLine Partition System consists of steel framing of no less than 16 gauge, cold 
rolled, bonderized steel. Components shall be as specified in manufacturer's catalog. 

SYSTEM 

The ColorLine Partition System can be assembled to contain paneling material of any speci¬ 
fied width and height and of any thickness, from Vs" to V 2 " inclusive. 

The ColorLine System permits removal and replacement of any panel without disturbing 
the steel framework or other panels. 

PANELS 

The panels are to be installed by the partition contractor in accordance with the manufac¬ 
turer's standards. 

Where special paneling effects are desired, careful selection has been made regarding quality, 
texture, size, thickness, etc. and clearly indicated on architectural drawings. 

GLAZING 

Glazing shall be done in accordance with the manufacturer's standards. The partition con¬ 
tractor shall be responsible for proper glazing. The glass shall be of the type and thickness 
as indicated on the architectural drawings. 

1 


DOORS & HARDWARE 

Doors and hardware shall be installed by the partition contractor in accordance with the 
manufacturer's standards. A schedule in the architectural drawings indicates type of doors, 
sizes, styles, finishes, and indicates hardware specifications. 

FINISH 

ColorLine movable partitions offer an unlimited variety of color, finish, texture, and design. 
Careful adherence to the color schedule, as indicated on the architectural drawings, must be 
maintained. 

Sample color and panel swatches, if other than a manufacturer's standard, shall be submitted 
for approval. 

WORKMANSHIP 

When completed, walls shall be straight and plumb with horizontal members level. Hard¬ 
ware shall be adjusted. The walls shall be neat in appearance and free from defects. Work¬ 
ing area shall be left broom clean. 

t QUOTATIONS 

When a system is quoted as equal", a letter must accompany shop drawings clearly indi¬ 
cating exceptions to the above standards and the requirements indicated on the architectural 
drawings. 
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Photograph shows another attractive partitioning design 
using UN/STRUT metal framing. 





"Use UNISTRUT * metal framing for - 


partitions 

electronic and instrumentation framing 

data processing flooring systems 

electrical supports 

mechanical supports 

displays 

storage racks'' 


UNISTRUT PRODUCTS COMPANY 

933 West Washington Boulevard 
Chicago 7, Illinois 


MR. STRUT 


Stocking distributors in all principal cities of the United States and Canada. Exported throughout the world. 


Printed in U.S.A. 12/59 
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